
 

 

 

 

 

 

 

 

 

 

 

 

 

1 

Head Office: 
No.5, Dr. Shariati St., Shaikh-safi St., 
Golpayeganiha Alley, Tehran, Iran. 
Tel: +98 21 8814 4232, +98 21 8814 4232~34 
Workshop: In Front of Existing Sorkheh-
Hesar, Ab-e-Ali Road, Tehran, Iran 
Fax: +9821 8814 4234, Tel: +98 912 175 7517   

مهندسی تجهيس محرک پارش  شرکت 
 هيسات صنعتی،تهيو و صروش قطعات و تج  طراح و سازنده جرثقيلهای سقفی برقی

مرکزی:  فتر   آدرش د
گانی ها ، پلاک  ا، شيخ صفی، کىی گلپاي  .5تهران، خ دکتر شريعتی ، باغ صب

 +88   843 4151541+   کارگاه :  88   34  88444323 -  4و         + 88   34   88 44 4324: تلفن
ی جاده آبع   .لی، روبروی  خروجی سرخه حصارآدرش کارگا ه: تهران ،ابتدا

 

     GANTRY AND SEMI GANTRY CRANESدروازه ای و نيم دروازه ای : هایجرثقيل 

 

   

 

  AS THE MOST APPLING OF GANTRY AND SEMI-GANTRY CRANES HAVE BEEN USED IN 
OUTDOORS INVIROMENTS, AT THE NEXT OF INDUSTRIAL BUILDINGS, HALLS, PORTS AND 
MINES. RELATIVE TO SPAN, WIND SPEED AND CLIMATIC EFFECTS OF CRANES, SOME ESPICIAL 
SHAPES AND DIFFERANT TYPES HAVE BEEN APPLIED FOR DESIGN IT. 
  THE CUSTOM TYPES IS NAMED AS PIPELIKE TRUSSING, SEMI GANTRY, AND GANTRY WHICH IS 
FABRICATED BY STEEL PLATES, PIPES AND PROFILES. SO IT IS NECESSARY TO SURVEY 

LOCATION OF APPLING GANTRY OR SEMI GANTRY CRANES BEFORE DESIGN AND FABRICATION. 
  THE GANTRY OR SEMI GANTRY CRANES WITH HIGH WORKING LOAD CAPACITIES SHOULD BE 
DESIGNATE TO INSTALL ON RAINFORCED CONCRETE SUITABLE FOUDATIONS DUE TO REACH 
ACCURACY WORKING CONDITIONS. 
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 RAL 1028 

  DIN; FEM; AISC; AWS 
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 GENERAL INFORMATION: 

1. DESIGNATION CAPACITY: 1 UP TO 100 TON. 
2. DESIGNATION OF SPAN: 6 UP TO 45 m. 
3. STANDRD HEIGHT: 3 UP TO 18 m 
4. STRUCTURES SHAPES: SINGLE BRIDGE, DOUBLE BRIDGE, 

PIPELIKE TRUSSING, SEMI GANTRY AND GANTRY TYPES. 
5. LIFTING SPEEDS: MANUAL, SINGLE OR DOUBLE. 
6. TRAVERSE MOVEMENT SPEEDS: MANUAL, SINGLE OR 

DOUBLE SPEED. 
7. TRAVELLING MOVEMENT SPEEDS: MANUAL, SINGLE OR 

DOUBLE SPEED. 
8. DEFLECTION OF BRIDGE: SPAN/600 ~ SPAN/1000 [mm]. 
9. STANDARD PAINTING COAT: “CAT” SAFTEY YELLOW 

INDUSTRIAL RAL 1028. 
10. MANUFACTURING AND DESIGNATION STANDARDS: DIN, 

FEM, AISC, AWS D14.1… 

 OPTIONAL INFORMATION: 

1. INSTALLATION OF TRAVEL AND TRAVERSE LIMITS 
SWITCHES. 

2. DIFFERENT KINDS OF SPEEDS AND INSTALLATION OF 
FREQUENCY INVERTER SYSTEMS. 

3. INSTALLATION OF UNTI COLLISION SENSORS. 
4. INSTALLATION OF REMOTE CONTROLLER AND JOYSTICK 
5. 6- INSTALLATION OF FIXED OR MOVABLE CONTROL CABIN. 
6. INSTALLATION OF STEEL LADDERS AND REPAIRING 

GANGWAYS.  
7. INSTALLATION OF DIGITAL WEIGHT INDICATORS, LOAD 

CELLS AND MECHANICAL LOAD LIMITED DEVICES. 
8. INSTALLATION OF DEVELOPED ELECTRICAL PROTECTION 

DEVICES FOR SPECIAL WORKING ENVIRONMENTS. 
9. INSTALLATION OF STORM BRAKES AND SAFETY 

HYDRULIC BRAKES AND EQUIPMENT. 
10. SPECIAL PAINTING OR EPOXY UP TO 100 MICRON. 
11. DESIGNATION AND EXECUTION OF RALATIVE 

REINFORCED CONCRETE FOUNDATIONS. 
 
 
 


